
TTLan® Cat.6A S/FTP LSOH Patch Cable

10 Gbit Ethernet

Halogen-free cable (LSOH)

Integrated kink protection

Fluke Test verified

Flexible boot

Specification Technical Data Applications

connectors: 2x RJ45 Hirose TM31 30µ gold plating (contacts) data center

cable structure: S/FTP (PiMF) kink and latch protection conference rooms

AWG: 26/7 data transmission: up to 10 Gbit Ethernet events

outer diameter: 6.0±0.2 mm pinout: EIA/TIA 568B industry / automation

inner conductors: copper 4PPoE acc. to IEEE 802.3bt medical environments

jacket material: LSOH temperature range: -20°C up to +60°C special designs 

Tests Standards Cable Marking

electrical test: 100% category cable: Cat.7 (1000 MHz) TTLan Cat.6A S/FTP 4x2xAWG26/7 LSOH

crimp height monitoring during production jacket material: acc. to IEC 60332-1-2 production data

Fluke Test: transmission properties connector: acc. to IEC 60603-7 length specification
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TTLan® Cat.6A S/FTP LSOH Patch Cable

Art.No. EAN No. Length +/- Tolerance (mm)
1822-0,5M-T1-TM31F 4260310262727 500+20/-0
1822-1,0M-T1-TM31F 4260310262734 1,000+30/-0
1822-2,0M-T1-TM31F 4260310262765 2,000+30/-0
1822-3,0M-T1-TM31F 4260310262789 3,000+30/-0
1822-5,0M-T1-TM31F 4260310262802 5,000+50/-0
1822-7,5M-T1-TM31F 4260310262819 7,500+70/-0

1822-10,0M-T1-TM31F 4260310262741 10,000+100/-0
1822-15,0M-T1-TM31F 4260310262758 15,000+150/-0
1822-20,0M-T1-TM31F 4260310262772 20,000+200/-0

Colour:  lightgrey

Available on request in the cable colours black, red, orange, blue, yellow, green.
Special colours on request.
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