
Premium UltraFlex 12G SDI Video Cable

special cable for mobile applications

reeling capable and low temperature flexible 

high image resolutions up to UltraHD

excellent attenuation

12G up to 56 meters length

Tests

reeling capable

flexibility: down to -30°C

Channel: Single Channel, 100% sweep tested

Art. No. EAN No. Length +/- Tolerance (mm)
1907-BNC-M/M-0,25M 4260310262932 250±30
1907-BNC-M/M-0,5M 4260424518123 500±30
1907-BNC-M/M-1,0M 4260424518130 1,000±50
1907-BNC-M/M-2,0M 4260424518147 2,000±50
1907-BNC-M/M-3,0M 4260424518154 3,000±70
1907-BNC-M/M-5,0M 4260424518161 5,00±100
1907-BNC-M/M-7,5M 4260424518178 7500±100
1907-BNC-M/M-10,0M 4260424518185 10,000±100
1907-BNC-M/M-15,0M 4260424518192 15,000±100

Colour:  black 
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Specification Technical Data Applications

connector types: 2x BNC 75Ω transmission SDI signals: up to 12G (max. length 56 m) broadcast / TV

cable type: coaxial HD-SDI; 3G-SDI; 12GSDI studios

inner conductors: copper image transmission: up to 4K UltraHD / 12 GHz mobile applications

AWG: 18 SMPTE: ST2082-1 (up to 56 m) events

outer diameter: 7.7±0.3 mm contact resistance: bis zu 10mΩ Transmission masts

shielding: double-flexible CU braid tractive force cable connection: 245N (min.)

insulation: polyethylene temperature range: -30°C up to 60°C
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